2" TYPE "E”
ASPHALIC TOPPING

TACK COAT
12" CUT BACK
EXISTING
ASPHALT ! TYP. EACH SIDE
PAVEMENT

£

|
6” BLACK BASE/ | AW CUT

VERTICAL EDGE
TYP. EACH SIDE

FLOWABLE FILL

ASPHALT PAVEMENT

CONCRETE
(MATCH EXIST. PAVEMENT
THICKNESS BUT 10" MIN.)

EXISTING 12" CUT BACK
CONCRETE\ ~  TYP. EACH SIDE
PAVEMENT

A

SAW CUT
VERTICAL EDGE

TYP. EACH SIDE
FLOWABLE FILL

NOTE:
TYPE | PAVEMENT REPLACEMENT SHALL BE USED FOR:

1. ALL POINTS REPAIRS
2. ALL TRENCHES, (LONGITUDINAL OR CROSSING INSTALLATIONS) LESS THEN 12—INCHES WIDE
AT EXISTING GRADE.

3. ALL TRENCHES FOR ROADWAY CROSSING WHERE THE TRENCH WIDTH AT THE TOP OF THE
PIPE IS LESS THAN OR EQUAL TO THREE FEET, AND THE TRENCH DEPTH IS LESS THAN OR
EQUAL TO EIGHT FEET.

4. AT CONTRACTOR’S OPTION, IN LIEU OF TYPE Il PAVEMENT REPLACEMENT

THIS DETAIL WAS TAKEN FROM THE CITY OF ATLANTA'S WEBSITE. IT MAY HAVE BEEN MODIFIED
AND SHOULD BE REVIEWED THOROUGHLY.

DATE: OCT. 2011
ORIG. DATE: OCT. 2004

TYPE | PAVEMENT SCALE: N.T.S.
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